
ONE ALPHA TO
FIT THEM ALL

Not only is the ALPHA1 L easy to install, it can also save your 
customers money and increase your business opportunities.

Thanks to its highly efficient, state-of-the-art motor, replac-
ing or upgrading a broken or inefficient heating installation 
pump with ALPHA1 L could save homeowners up to €58*  
a year on their energy bills . It is also the perfect energy  
efficient solution for a brand-new system.

BOOST 
YOUR BUSINESS

GRUNDFOS ALPHA1 L

The new Grundfos ALPHA1 L is the only upgrade 
and replacement pump that fits most heating 
installations equipped with Grundfos pumps.



GRUNDFOS Holding A/S
Poul Due Jensens Vej 7
DK-8850 Bjerringbro
Tel: +45 87 50 14 00
www.grundfos.com
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Performance curveALPHA1 L technical specifications

For more information about ALPHA1 L, please visit: grundfos.com/alpha1

Protection class IPX4D

Sound Pressure level 43 dB(A)

Temperature class TF95

Power Consumption 4-60 W

Qmax 3.8 m3/h

Hmax 6.5 m

EEI ≤ 0.20

Liquid temperature + 2° C to + 95° C

Ambient temperature 0° C to + 55° C

Thanks to its compact design and toler-
ance for higher ambient temperatures of 
up to 55° C, ALPHA1 L fits in the majority 
of heating installations equipped with 
Grundfos pumps. This means you

 can easily replace broken or inefficient 
pumps without carrying excess spare 
stock-saving you time, money and space. 
As always, the Grundfos ALPHA1 L fea-
tures durable construction and high 

quality materials. The pump is based 
on the very best of our previous ALPHA1 
models and is designed for easy instal-
lation, long lasting and reliable perfor-
mance, and quiet operation.

ALPHA1 L benefits

          






































      










GRUNDFOS
ALPHA1 L

ALPHA1 L XX-65ALPHA1 L XX-60
ALPHA1 L XX-40

Wear and tear resistant ceramic shaft and 
bearings against particles, fibre as well as  
magnetite,  throughout lifetime

4 screws for easy pump 
head replacement and fit 

Easy and user friendly  
interface makes replacement 
and resetting simple and fast

Easy electrical wiring using the 
“Installer plug“ which can be 
installed in multiple positions

Deblocking screw  
accessible from front

Replaces most Grundfos 
circulator pumps due to the 
specially developed impeller


