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_MEMBRANOU




TLAKOVE NADOBY S VYMENITELNOU MEMBRANOU

= PREDHUSTENY TLAK 2 BARY
= MATERIAL - NEREZOVA OCEL AISI 304
= ZARUKA 2 ROKY

Série VIM - vertikalni provedeni

Objem | P. max Pracovni B
()] (Bar) teplota ¢ >

20 VIM 0+70°C
24VIM 23 8 377 365 iz 0 +70°C ~7 N
Z N .
/
50VIM 48 8 790 365 1" 0+70°C ( ‘I
|
|
70VIM 65 8 880 400 i 0 +70°C : |
|
|
100VIM 112 8 920 480 1 0+70°C | :
|
|
|
200VIM 218 8 1290 540 6/4'  0+70°C A | |
I |
300VIM 311 8 1390 635 6/4"  0+70°C : :
| |
500VIM 510 8 1440 790 6/4"  0+70°C | |
| |
750 VIM 745 8 1890 790 2" 0+70°C ‘\ p
/
1000 VIM 995 8 1775 930 2" 0+70°C \
() ()

Série HIM - horizontalni provedeni

Objem | P. max Pracovni C
(1) (Bar) teplota B

20 HIM 0+70°C ‘ _
50HIM 48 8 365 655 1 0+70°C
JOHIM 65 8 400 690 1 0+70°C A —
100 HIM 112 8 480 720 1" 0+70°C A >
Al /) C
200 HIM 218 6 540 1070 6/4'  0+70°C [
300 HIM 311 6 635 1180 6/4"  0+70°C N _
' [ B
L] L]
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