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2 XR (m) 0.7 / 26 - 0.18

Maximum sand content: 0.25%
Maximum immersion: 150 m
Minimum well diameter: 2" 2.5" 3" 3.5" 4"

For water supply from wells or reservoirs
For domestic use, for civil and industrial applications
For garden use and irrigation

Rewindable motor or full obturated screen motor
Three-Phase: 380 - 415V/50Hz
Single-Phase: 220 - 240V/50Hz
Pumps are designed by casing stressed
NEMA dimension standards
Equip with start control box or digital auto-control

Single phase 
220V~240V/50Hz
Power: 2.2kW, 3kW

Three phase 
380V~415V/50Hz
Power: 0.37~5.5kw

Three phase
380V~415V/50Hz
Power: 7kw, 7.5kw

Single phase 
220V~240V/50Hz
Power: 0.25~1.5kW

Použití
 Dodávky vody z vrtu a nádrží
 Pro domácí, komunální i průmyslové  
   aplikace
 Pro zahradní použití a zavlažování

3XRm2 3" ponorné čerpadlo do vrtu

Čerpadlo
 Maximální teplota čerpané kapaliny: 35 ˚C
 Maximální příměs písku: 0,025 % (250 g/m³)
 Maximální hloubka ponoru: 150 m
 Použití pro vrty od 100 mm

Motor
 Převinutelný motor
 Napětí 230 V, 50 Hz
 Otáčky: 2850 ot/min

Identifikační značení

Jmenovitý výkon (kW)
Počet oběžných kol
Jmenovitý průtok (m³/hod)
Jednofázový motor
Ponorné čerpadlo do vrtu
Průměr čerpadla(")

Model Objednací 
číslo

Výkon Q (m³/h) 0 0,3 0,6 0,9 1,2 1,5 1,8 2,1 2,4 2,7

kW Q (l/min.) 0 5 10 15 20 25 30 35 40 45

3XRm2/15-0,37 ZB00061318 0,37

H (m)

64 63 62 61 58 54 49 43 36 27

3XRm2/21-0,55 ZB00061319 0,55 89 89 87 85 81 76 68 60 51 38

3XRm2/27-0,75 ZB00061320 0,75 115 114 112 110 104 97 88 77 65 49

Technická data
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2.5XR 2

2XRm0.7/26-0.18
2XRm0.7/32-0.25
2XRm0.7/38-0.37

1/2"
1/2"
1/2"

778
942
1084

499
499
499

1277
1441
1583

2.0
2.3
2.6

4.3
4.3
4.3

6.3
6.6
6.9

3/4"
3/4"
3/4"

MODEL
DN Dimension(mm)

M(s) M(s)T(s) T(s)P P

Weight(kg)

Standard Optional

* S = Single phase

2.5XRm2/12-0.18
2.5XRm2/17-0.25
2.5XRm2/24-0.37
2.5XRm2/31-0.55

1"
1"
1"
1"

MODEL DN
Dimension(mm)

445
578
787

1001

M(s)
6.9
7.6
8.2
8.9

M(s)
882
1148
1546
1994

T(s)
10.2
11.4
12.3
13.3

T(s)
437
570
779
993

P
3.3
3.8
4.1
4.4

P

Weight(kg)

* S = Single phase

3XR 2

3XRm2/8-0.18
3XRm2/11-0.25
3XRm2/15-0.37
3XRm2/21-0.55
3XRm2/27-0.75
3XRm2/38-1.1
3XRm2/46-1.5

1"
1"
1"
1"
1"
1"
1"

377
444
535
694
830
1101
1306

288
308
338
368
408
493
543

665
752
873
1062
1238
1594
1849

1.8
2.1
2.4
3.2
3.5
4.9
5.8

4
4.8
5.6
6.4
7.5
10

11.3

5.8
6.9
8

9.6
11

14.9
17.1

1¼"/1½"
1¼"/1½"
1¼"/1½"
1¼"/1½"
1¼"/1½"
1¼"/1½"
1¼"/1½"

MODEL
DN Dimension(mm)

M(s) M(s)T(s) T(s)P P

Weight(kg)

Standard Optional

* S = Single phase

51mm

50mm

66mm

65mm

BRNO
U Svitavy 1, 618 00 Brno

tel.: +420 548 422 611

e-mail: obchod@pumpa.cz

PRAHA
U Pekáren 2, 102 00 Praha 10

tel.: +420 272 011 611

e-mail: praha@pumpa.cz

www.pumpa.cz

602 737 009
SERVIS 24/7 HOD

800 100 763
VOLAT ZDARMA

Hydraulická křivka výkonu

Model DN P
(mm)

M(s)
(mm)

T(s) 
(mm)

P
(kg)

M(s)
(kg)

T(s)
(kg)

3XRm2/15-0,37 1" 535 338 873 2,4 5,6 8

3XRm2/21-0,55 1" 694 368 1062 3,2 6,4 9,6

3XRm2/27-0,75 1" 830 408 1238 3,5 7,5 11

Rozměry


