
Automatic waste water collecting 

and lifting station 

Features 
Automatic collecting and lifting station - for clean water with GXR pump series 

-  fo r w a s te  w a te r  w ith  G X V  p u m p  s e rie s . 

It includes: 
1 tank capacity 500 l 

2 single-phase pump with 5 m cable without float switch 

1 support kit with 2 float switch 

1 control box 

2 discharge pipe kit Ø 40 mm in PVC 

On demand 
2 single-phase pumps with 10 m cable, without float switch 

2 discharge pipe kit Ø 40 mm in PVC with a ball valve and non-return ball valve 

1 safety float switch and auto-supplied control panel for remote alarm with horn 

and flashing light 

- extention 300 mm 

Single-phase type 

GXRM, GXVM 
Submersible drainage pump in chrome-nickel stainless steel, with vertical delivery port. 

GXRM: with open impeller. 

GXVM: with free-flow (vortex) impeller. 

2-pole induction motor, 50Hz (n ≈ 2900 rpm), 

Single-phase 230 V +/-10% with thermal protector. Incorporated capacitor. 

Cable length 5 m. 

Liquid temperature up to 35 °C 
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Automatická stanice pro sběr 
a přečerpávání odpadních vod 

 

 Vlastnosti čerpadla  

GEO 500-2GX.. 
 

 

Vlastnosti 
Automatická stanice pro sběr a přečerpávání 

– pro čistou vodu čerpadlo GXR 
– pro odpadní vodu čerpadlo GXV. 

Obsahuje: 
1 nádrž s kapacitou 500 l 

2 jednofázová čerpadla s 5m kabelem bez plovákového spínače 

1 asistenční sada se 2 plovákovými spínači 

1 řídicí skříňka 

2 sady výtlačného potrubí Ø 40 mm z PVC 

Na požádání 
2 jednofázová čerpadla s 10m kabelem, bez plovákového spínače 

2 sady výtlačného potrubí Ø 40 mm z PVC s kulovým ventilem 

a zpětným kulovým ventilem 

1 bezpečnostní plovákový spínač a ovládací panel s vlastním 

napájením pro dálkový alarm s houkačkou a blikajícím světlem 

- prodloužení 300 mm 

 

 

 

 
 

 

 

 

 

 
 

 

 

 

 

 
 

 

 

 

 

 

GXRM 
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GXVM 

GXRM, GXVM 
Ponorná odvodňovací čerpadla z chrom-niklové nerezové oceli s vertikálním 

výtlačným hrdlem. 

GXRM: s otevřeným oběžným kolem. 

GXVM: s vířivým oběžným kolem (Vortex) 
2pólový asynchronní motor, 50 Hz (n ≈ 2900 ot/min), 

Jednofázový 230 V +/-10 % s tepelnou ochranou. Vestavěný kondenzátor. 

Délka kabelu 5 m. 

Teplota kapaliny do 35 °C 
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Jednofázový model 
1 ~ 230 V Q max 

m3/h 

H max 

m kW A 

GEO 500-2GXVM 25-6 0,25x2 2,5x2 10,2x2 5,7 

GEO 500-2GXVM 25-8 0,37x2 3,5x2 12x2 7,8 

GEO 500-2GXVM 25-10 0,45x2 4,5x2 13,2x2 9,5 

GEO 500-2GXRM 9 0,25x2 2,5x2 10,2x2 8,3 

GEO 500-2GXRM 11 0,37x2 3,5x2 12x2 10,4 

GEO 500-2GXRM 13 0,45x2 4,5x2 13,2x2 11,7 

 


